K&E BALTIMORE 17 0153 PHOQEMIX.J0-79 MC 4{56~
F.HW.A, ° STATE; FED. AID SHEET TOTAL
REGION NO; : PROJ. NO. NO. SHEETS
3
- A eed

[CEFT TURN]

YIELD
|'ON GREEN

[T APBE——

b
Eet

s TN

NEMA PHASING NOTES
PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCTATED BY A SOLID LINE WILL NOT OPERATE CONGURRENTLY.
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© STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

BUREAU OF TRAFFIC ENGINEERING

TRAFFIC DIVISION
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STRIC CABLES

1, *D7 DENOTES DELAY OUTRPUT LOOP DETECTLR
2. PAVEMENT MARKINGS ARE NOT TO-BE INSTALLED UNTILL LDOOP
NETECTORS AND CONDULT INSTALLATIONS ARE COMPLETED. |
2. CONTRACTOR SHALL CONFIRM THE LOCATION OF ALL i
EROPOSED GEOMETRICS PRICR T TNSTALLING THE Fi
IGNAL EQUIPMENT, ' ’ | ; | e casies
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